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Example: 10A12-P4-C    

Polarity

Type
Voltage

Model
Input

Option (Metal Case)
Power

Ordering Information

Type

0 to 10,000 VDC Output 10A
0 to 15,000 VDC Output 15A
0 to 20,000 VDC Output 20A
0 to 25,000 VDC Output 25A

Input
12VDC Nominal (4W only) 12
24VDC Nominal (15W and 30W only) 24

Polarity
Positive Output -P
Negative Output -N

Power
Watts Output (12Vin Only) 4
Watts Output (24Vin Only) 15
Watts Output (24Vin Only) 30

Case
Plastic Case - Diallyl Phthalate (Standard)
‘Eared’ Chassis Mounting Plate (Plastic Case) -E
RF-Tight Aluminum Enclosure -C

Heat Sink .400” High (sized to fit case) -H
Shield Six-sided Mu-Metal Shield -M
Ripple Stripper® Integral Output Filter (See -F Option Datasheet) and Mu-Metal -F-M

Lead Options
Shielded Flying Lead -AS
Protected Flying Lead -AP
Terminated Flying Lead (Contact Customer Service) -ATxx

Temp. Coefficient 25PPM Temperature Coefficient -25PPM

Enhanced 
Interface (10A 
models only)

5V Control and Monitors -I5

10V Control and Monitors -I10

Connections
pin function

1 Input-Power Ground Return
2 Positive Power Input
3 Iout Monitor
4 Enable/Disable
5 Signal Ground Return
6 Remote Adjust Input
7 +5VDC Reference Output
8 HV Ground Return
9 Eout Monitor

All grounds joined internally. Power-supply 
mounting points isolated from internal grounds 
by >100kΩ, .01uF / 50V (Max) on all models 
except -M (15W and above), -M-E, -M-C, and 
-M-H configurations which are 0Ω.

IEC-60950-1
Non-RoHS compliant units are 
available. Please contact the 
factory for more information.
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High Voltage Biasing Supply   10A-25A SERIES
10kV to 25kV High Voltage Biasing Supplies

Popular accessories ordered with this product 
include CONN-KIT, BR-2, BR-3, and BR-5 
mounting bracket kits, and our full range of high 
voltage output connectors (see Accessories & 
Connectors datasheet).
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